
 Service Repair Manual

Models

14H Motor Grader



Product:  MOTOR GRADER 

Model:  14H MOTOR GRADER ASE 

Configuration: 14H Motor Grader ASE00001-UP (MACHINE) POWERED BY 3176C Engine 

Disassembly and Assembly
14H Motor Grader Power Train
Media Number -RENR4178-03 Publication Date -01/10/2004 Date Updated -11/10/2004

i05244417

Transmission and Transfer Gears - Disassemble 

SMCS - 3002-015; 3030-015; 3159-015

Disassembly Procedure

Table 1

Required Tools

Tool Part Number Part Description Qty

A    138-7575    Link Bracket    2    

B    1U-6690    Socket Wrench As    1    

C    1P-1863    Retaining Ring Pliers    1    

D    
FT-1233    Puller Bar    1    

126-7183 Crossblock    2    

E    FT-0833    Clamp    2    

F    1/2 IN - 13NC × 4 Bolt    3    

G    3/8 IN - 16NC ×four Forcing Screw    2    

H    156-7100    Slide Hammer Puller Gp    1    

J    
126-7175    Slide Hammer Puller Gp    1    

8B-7554 Bearing Cup Puller Gp    1    

K    1P-0510    Driver Gp    1    

L    8B-7551    Bearing Puller Gp    1    

M    8H-0663    Bearing Puller Gp    1    

N    1P-7409    Eyebolt    1    
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P    

8B-7551    Bearing Puller Gp    1    

6V-3010 Puller    1    

8B-7550 Push-Puller Leg    2    

126-7183 Crossblock    4    

Q    6V-4072    Spanner Wrench    1    

R    1P-1855    Retaining Ring Pliers    1    

ZZ    

9U-7069    Cap    1    

9U-7077 Cap    1    

9U-7079 Cap    1    

9U-7081 Cap    2    

9U-7082 Cap    2    

9U-7088 Cap    2    

9U-7089 Cap    2    

Start By:

A. Remove the transmission. Refer to Disassembly and Assembly, "Transmission and Transfer 
Gears - Remove".

Note: SERVICE DATA: TOOLING (ZZ) WILL NOT BE IDENTIFIED IN PHOTOGRAPHS IN 
THE REMOVAL PROCEDURE. THIS TOOLING IS SHOWN TO ASSIST THE 
EXPERIENCED SERVICEMAN.

Illustration 1 g00911242

1. Remove bolts (1) and filter base (2) .
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Illustration 2 g00911243

2. Remove bolts (3) and tube assembly (4) . Remove the O-ring seals from tube assembly (4) .

Illustration 3 g00911244

3. Remove bolts (3A) in order to remove tube assembly (5) . Remove the O-ring seals from 
tube assembly (5) .

Illustration 4 g00911246
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4. Remove bolts (3B) in order to remove tube assembly (6) . Remove the O-ring seals from 
tube assembly (6) .

Illustration 5 g00911247

5. Remove bolts (3C) in order to remove tube assembly (7) . Remove the O-ring seals from 
tube assembly (7) .

Illustration 6 g00911249

6. Remove bolts (8) .
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Thank you so much for reading. 

Please click the “Buy Now!” 

button below to download the 

complete manual. 
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