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Introduction

Thank You for Purchasing a John Deere
Product

We appreciate having you as a customer and wish you
many years of safe and satisfied use of your machine.

Using Your Operator’s Manual

This manual is an important part of your machine and
should remain with the machine when you sell it.

Reading your operator’s manual will help you and others
avoid personal injury or damage to the machine.
Information given in this manual will provide the operator
with the safest and most effective use of the machine.
Knowing how to operate this machine safely and correctly

will allow you to train others who may operate this machine.

If you have an attachment, use the safety and operating
information in the attachment operator's manual along with
the machine operator's manual to operate the attachment
safely and correctly.

This manual and safety signs on your machine may also be
available in other languages (see your authorized dealer to
order).

Sections in your operator's manual are placed in a specific
order to help you understand all the safety messages and
learn the controls so you can operate this machine safely.
You can also use this manual to answer any specific
operating or servicing questions. A convenient index
located at the end of this book will help you to find needed
information quickly.

The machine shown in this manual may differ slightly from
your machine, but will be similar enough to help you
understand our instructions.

RIGHT-HAND and LEFT-HAND sides are determined by
facing in the direction the machine will travel when going
forward. When you see a broken line (------ ), the item
referred to is hidden from view.

Before delivering this machine, your dealer performed a
predelivery inspection to ensure best performance.

Special Messages

Your manual contains special messages to bring attention
to potential safety concerns, machine damage as well as
helpful operating and servicing information. Please read alll
the information carefully to avoid injury and machine
damage.

A CAUTION: Avoid injury! This symbol and text
highlight potential hazards or death to the
operator or bystanders that may occur if the
hazards or procedures are ignored.

IMPORTANT: Avoid damage! This text is used to tell
the operator of actions or conditions that might
result in damage to the machine.

NOTE: General information is given throughout the
manual that may help the operator in the operation or
service of the machine.

Attachments for Your Machine

There’s a John Deere attachment or kit to make your new
machine perform more tasks or be more versatile, whether
your machine is a lawn tractor or compact utility tractor or a
utility vehicle.

You can check out the entire line of attachments for your
machine at JohnDeere.com or ask your John Deere dealer.
From aerators to electric lift kits to tillers, there’s a John
Deere attachment or kit to fill every need.
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Product Identification

Record Identification Numbers
XUV550

PIN (010001-)

CSN (010001-)

If you need to contact an Authorized Service Center for
information on servicing, always provide the product model CONFIGURATION SEQUENCE NUMBER (D):
and identification numbers.

ENGINE SERIAL NUMBER (B):

VEHICLE EMISSION CONTROL INFORMATION (C):

You will need to locate the identification numbers for the
product. Record the information in the spaces provided
below.

MX49402

MX49403

DATE OF PURCHASE:

DEALER NAME:

DEALER PHONE:

PRODUCT IDENTIFICATION NUMBER (A):

Product Identification
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Original Instruction
All information, illustrations and
specifications in this manual are based
on the latest information at the time of
publication. The right is reserved to
make changes at any time without
notice.
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Safety Labels

Safety Label Location
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protection and
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AWARNING
To avoid injury or death from
explosion, turn heater off
before refueling.
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Avoid Injury or Death from
Rollover or Falling Off

« Watch video and read operator's manual hefore use.

*Use seat belts at all times
« Wear helmets when driving aggressively.

on reugh or uneven terrain, or at higher speeds.
«No more than one driver and one front passenger.
+ Passenger must be able ta grasp handholds

with seat belt on and hoth feet on floor.

A CAUTION

Help Prevent
Injury When
Dumping Loads

® Lock park brake
before dumping

® Operate dump
on level ground
only

® Keep hands
away from
cargo box

| A 4. " ACAUTION )
. g & Avaid equipment fires.
(.|

® Accumulation of grass, leaves
Avaid Injury or Death from

and other dehris on or near hat
or moving parts can cause a fire.
Rollover or Falling Off ® Inspect machine hefare, during.
« Watch video and read operator's manual before use and after use
 Driver must be 16 years old with a valid driver license. © Shut off engine and allow
* Use seat belts atall times
 Wear helmets when driving aggresx[\‘vely on rough
geds.

machine to cool hefare cleanin
or uneven terrain, or at higher sy

» Never drive under he influence of alcahol or drugs

* Drive slowly when loaded. turning, in reverse,
on'slapes. at night, or on paved surfaces.

* Avoid sharp furns.

* Avoitl driving across hills,

« Lse brakes going down hills. Vehicle may freewheel

>—
Inspect and clean the entire
machine and pay special
aitention to these locations:

@ Muifler and exhaust pipes

KLCP 0UT OF RCAGII OF CIILOREN.
S| conoTTe iz N R T Recvale

+Keep arms and legs inside during use. %3
ACAUTION
X o R
[, FLUSH EYES IMMEDIATELY %
< WITH WATER GET MEDICAL JAY %
HELP FAST *

€ Exhaust manifold and heat shields
€ Skid plate (if equipped)
@ Radiator (if equipped)

» Keep arms and legs inside during use.
* For ofl-road use only. Do nol use on public reads. B

| AcAUTION

Befors | eavirg Velicle
o Slupznzine ® Selpakbroks o Runc.s

filling.

ACAUTION
Avoid Injury
From Fire

 Static electricity
may ignite fuel
vapors.

Place fuel container
on ground when

AWARNING

 |AWARNING

Avoid Injury or
Death from

| Falling Off
o)) | * Only ride in seat
with seat belt on.
* Do not ride in cargo

box or on cargo
racks.

Avoid Rollover From
Improper Loading

« Do not exceed 400 b (181 kg) in cargo box

or 2020 Ib (916 kg) gross vehicle weight.

* Maintain 14 PSI (96.5 kPa) tire

pressure.

=« Secure and spread loads evenly.
© Follow recommendations in

operator’s manual. B

J

MX49401
Picture Note: Use label number listed in table
below to locate complete text of safety label H
message following this illustration. |

A - CAUTION - M164706

B - WARNING - M157159 (Installed with Optional
Heater)

C - WARNING - M156904 (Installed with Optional
Heater)

D - OPS Label - M156705

E - WARNING - M165305

- CAUTION - M165798
- WARNING - M165301

F - DANGER/CAUTION - M128699
G - CAUTION/WARNING - M165306

Safety Labels - 1




Thank you so much for reading.
Please click the “Buy Now!”
button below to download the

complete manual.

After you pay.
You can download the most
perfect and complete manual In

the world immediately.

Our support email:

ebooklibonline@outlook.com


https://www.ebooklibonline.com/downloads/john-deere-xuv550-gator-utility-vehicle-operators-manual-instant-download-pin010001-publication-no-omm164559/
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