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	Safety-Alert Symbol
	Machine Safety Labels
	Ballasting
	Park Skid Steer Safely
	Select Auger Bit
	Route Auger Hydraulic Hoses
	1. Disconnect the auger hydraulic hose couplers.
	2. Route the hydraulic hoses through opening at left side of mounting bracket (A) and between rod...
	3. Connect the hydraulic hose couplers together to keep them clean.

	Install Auger
	1. Pull latch handles (A) all the way upward to the UNLATCHED position.
	2. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	3. Drive skid steer so it is aligned straight behind the auger mounting bracket with boom lowered...
	4. Using the bucket control pedal, tilt attaching plates (B) as shown.
	5. Drive forward slowly and guide top edges of attaching plates under upper flanges (C). Using bu...
	6. Using bucket control pedal, tilt attaching plates rearward as far as possible. Bottom surface ...
	7. Engage park brake, stop engine, and remove the key.
	8. Pivot the auxiliary hydraulic control handle toward the operator’s seat several times to relie...
	9. Remove seat belt and exit the skid steer.
	10. Push latch handles (A) downward completely to engage lock pins.
	11. Disconnect the auger hydraulic hose couplers.
	12. Connect the auger hydraulic hoses to skid steer hydraulic couplers (D) at left side of machine.
	13. Install auger bit if necessary.

	Installing Auger Bit
	1. Install auger on skid steer.
	2. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	3. Tilt auger mounting bracket (A) as far rearward as possible and lower boom to ground.
	4. Raise boom approximately 15 - 20 cm (6 - 8 in.), making sure boom step is not higher than top ...
	5. Engage park brake, stop engine, and the remove key.
	6. Remove seat belt and exit the skid steer.
	7. Slide auger bit (C) over output shaft (D). Align the auger mounting pin holes.
	8. Install auger mounting pin (E). If necessary, tap pin head gently with hammer until pin is ful...
	9. Insert quick-lock pin (F) through hole in auger mounting pin. Fold down the retaining ring to ...

	Removing Auger Bit
	1. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	2. Tilt auger mounting bracket as far rearward as possible and lower boom to the ground.
	3. Raise boom approximately 15 - 20 cm (6 - 8 in.) Make sure boom step is not higher than top edg...
	4. Engage park brake, stop engine, and remove the key.
	5. Remove seat belt and exit the skid steer.
	6. Remove quick-lock pin (B). Tap gently on auger pin (C) with wood block to loosen pin.
	7. Position hammer head against bit (D) and insert claw under head of pin (C). Gently pull pin ou...
	8. Slide auger bit off of output shaft.

	Remove Auger
	1. Drive skid steer to auger storage site and stop machine.
	2. Using the bucket control pedal, tilt auger to a horizontal position.
	3. Using the boom control pedal, slowly lower boom to the ground.
	4. Engage park brake, stop engine, and remove the key.
	5. Pivot the auxiliary hydraulic control handle toward the operator’s seat several times to relie...
	6. Remove seat belt and exit the skid steer.
	7. Disconnect hydraulic couplers (A) and pull hoses clear of skid steer.
	8. Connect the pressure hose female coupler to the return hose male coupler to keep couplers clean.
	9. Pull latch handles (B) all the way upward to the UNLATCHED position.
	10. Enter skid steer, fasten seat belt, and start the engine. Disengage park brake.
	11. Using the bucket control pedal, tilt attaching plates (C) forward while slowly backing away f...

	Operate Safely
	Avoid Tipping
	Wear Appropriate Clothing
	Avoid Injury From Moving Parts
	Prepare Auger for Operation
	Operating Auger
	1. Drive skid steer to digging site.
	2. Raise boom and tilt auger forward until it is vertical and free-floating. Auger should not be ...
	3. Maneuver skid steer into final position so auger bit is centered over desired hole location.
	4. Set throttle lever at low RPM.
	5. Unlock the auxiliary control handle from the NEUTRAL position.
	6. Pivot the auxiliary hydraulic control handle toward the operator’s seat to start rotation of t...
	7. Set engine throttle lever for desired auger speed.
	8. Return the control handle to NEUTRAL position to stop auger.
	9. Slowly lower boom until auger point penetrates ground approximately 51 mm (2 in.).
	10. Pivot the auxiliary hydraulic control handle toward the operator’s seat to begin digging.
	11. Use the boom control pedal to lower the auger into the ground. Use only enough boom down pres...
	12. When auger has penetrated to an approximate depth of 61 cm (24 in.), return auxiliary hydraul...
	13. Raise boom to lift auger bit from hole.
	14. Maneuver skid steer away from hole.
	15. Operate auxiliary hydraulic control handle in both directions as needed to spin loose soil of...
	16. Repeat digging procedure until desired hole depth is obtained. Allow auger to turn a few seco...

	Transporting Auger
	1. Lock the auxiliary control handle in the NEUTRAL position.
	2. Raise skid steer boom high enough so auger point is off the ground.
	3. Tilt auger rearward to place bit in a mostly horizontal position with the point at a slight do...
	4. Lower boom until auger point is a short distance above the ground.
	5. Park skid steer safely and stop engine before tethering the auger with a chain if needed.

	Disconnecting the Hydraulic Couplers
	1. Stop skid steer engine.
	2. Pivot auxiliary hydraulic control handle (A) from center position toward seat several times to...
	3. Disconnect hydraulic couplers.
	4. Wipe auger hydraulic hose couplers clean. Connect the pressure hose female coupler to the retu...

	Parking Skid Steer with Auger Attached
	1. Drive skid steer to parking site with auger in the TRANSPORT position.
	2. Using the boom control pedal, lower boom as far as possible.
	3. Using the bucket control pedal, tilt auger forward until point is resting on the ground.
	4. Engage park brake, stop engine, and remove the key.
	5. Remove seat belt and exit the skid steer.

	Avoid High Pressure Fluids
	Practice Safe Maintenance
	Wear Appropriate Clothing
	Grease
	Chain Lubricant
	Servicing Your Auger
	Auger Grease Points
	Servicing Auger Points and Cutting Teeth
	Checking Gear Oil Level (Planetary Auger)
	1. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	2. Tilt auger to a horizontal position and lower boom to ground.
	3. Tilt auger mounting bracket (A) as far forward as possible.
	4. Engage park brake, stop engine, and remove the key.
	5. Pivot the auxiliary hydraulic control handle toward the operator’s seat several times to relie...
	6. Remove seat belt and exit the skid steer.
	7. Disconnect hydraulic couplers (B).
	8. Connect the pressure hose female coupler to the return hose male coupler to keep couplers clean.
	9. Remove oil plug (D) slowly:
	10. Connect auger hydraulic hoses to the skid steer hydraulic couplers.

	Lubricating the Drive Chain (Chain Auger)
	1. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	2. Tilt auger to a horizontal position and lower boom to ground.
	3. Engage park brake, stop engine, and remove the key.
	4. Pivot the auxiliary hydraulic control handle toward the operator’s seat several times to relie...
	5. Remove seat belt and exit the skid steer.
	6. Disconnect hydraulic couplers (A).
	7. Connect the pressure hose female coupler to the return hose male coupler to keep couplers clean.
	8. Remove hardware (B) and front cover (C).
	9. Apply recommended lubricant to drive chain (D):
	10. Install front cover. Tighten fastening hardware completely.
	11. Connect auger hydraulic hoses to the skid steer hydraulic couplers.
	12. Operate auger in the vertical position at slow speed for several seconds to help work lubrica...

	Checking Drive Chain Tension (Chain Auger)
	1. Enter skid steer, fasten seat belt, and start the engine. Disengage the park brake.
	2. Tilt auger to a horizontal position and lower boom to the ground.
	3. Engage park brake, stop engine, and remove the key.
	4. Pivot the auxiliary hydraulic control handle toward the operator’s seat several times to relie...
	5. Remove seat belt and exit the skid steer.
	6. Disconnect hydraulic couplers (A).
	7. Connect the pressure hose female coupler to the return hose male coupler to keep couplers clean.
	8. Remove hardware (B) and front cover (C).
	9. Half way between drive sprockets (D), pull chain outward. If free play exceeds 12.7 mm (1/2 in...
	10. Install front cover. Tighten fastening hardware completely.
	11. Connect auger hydraulic hoses to the skid steer hydraulic couplers.

	Using Troubleshooting Chart
	When you have checked all the possible causes listed and you are still experiencing the problem, ...
	Storing Auger
	1. Check the gear oil level (Planetary Drive Auger Only). Fill with recommended gear oil if neces...
	2. Clean the drive chain (Chain Drive Auger Only). Lubricate chain with recommended chain lubricant.
	3. Apply recommended grease to the output shaft and inside the auger collar. If equipped, also gr...
	4. Lubricate the auger connecting pins with grease.
	5. Remove auger from skid steer.
	6. Clean the auger with water pressure.
	7. Paint worn or scratched areas.
	8. Store the auger in a clean, dry place.
	9. Put a waterproof cover over the auger if stored outside.

	Auger Hydraulic Hoses
	Machine Specifications
	Recommended Lubricants
	Auger Compatibility
	Warranty
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